STOCK NO: 11178
SPECIFICATION

MIKRO MODEL 79 GEAR HOBBER
TYPE:


MODEL 79
SERIAL NO:
          
6359


Capacities: 

Max. dia to be cut with 24mm  hobs:                                 40mm  (1.9/16”)
Max. dia to be cut with 18mm hobs :                                 46mm (1.13/16”)

Max travel of hob slide:                                                     46mm (1.13/16”)

Max length to be hobbed with work arbor:                        32mm (1.1/4”)

Max length to be hobbed with collet :                                38mm (1.1/2”)

Max distance between hob(24) and operating

Spindle axis :                                                                      34mm (1.5/16”)

Max distance between main headstock spindle

And tailstock sleeve :                                                         74mm (3”)

Minimum distance:                                                            32mm (1.1/4”)   
Maximum Pitch :                                                               26 D.P

Number of teeth :                                                                From 6 – 390

Feeds per revolution of work-piece (in mm)  :                   0.07 – 0.87 mm

Max angle to which the hob spindle can be swivelled:      From 0 – 4 degrees

Max number of revs attainable with hob spindle:              Up to 3200 RPM

Motors:

Main motor standard execution:                                      0.25 HP  980 RPM

Special execution with Stop motor :                                2800 RPM

Special execution with 2 speed Stop Motor :                   0.3/0.5 H.P  1400/2800 RPM  

Complete with:
Change gears

Approximate dimensions               


600 x 600 x 1200
Approximate weight                       


50 kgs

Price…….£





Plus VAT (if applicable)

OFFERED SUBJECT TO REMAINING UNSOLD

The above information, is to the best of our knowledge correct, but purchasers are advised to check relevant details.

