STOCK NO: F1136
SPECIFICATION

Hurth 2 Spindle Spline Milling Machine
TYPE:


Kf32a
SERIAL NO:

15710
Capacities:

Max. cutter diameter:




  90mm
Max. tool shank clamped:



  30mm
Internal taper:





40 ISO

Bore diameter:





  25mm

Axial adjustment (hand):



110mm
Min. distance spindle axis to table:


147mm

Max. distance spindle axis to table:


248mm

Distance spindle axis to lower edge 

of outer bearing assembly:



  60mm
Horizontal travel (power & hand):


390mm

Vertical adjustment (hand):



  80mm

Hydraulic vertical motion (automatic):

    6mm
Clamping area:




1500 x 364mm

Clamping area (with 740mm table extension):
2400 x 364mm

No. of 't' slots:





5

Width of 't' slots:





5/8"
Distance of 't' slots, 1st and 2nd:


120mm


         Others:



  60mm

Cutter spindle motor:




4Kw








1500rpm

Spindle head feed:




2/2.4​Kw









1500/3000rpm
Hydraulic pump:




.37Kw











1500rpm

Coolant pump:





.85Kw








3000rpm

Spindle speeds (9):




71-90-112-140








180-225-2802-355








450rpm

/Continued……..

2.

/Continue………….

SPECIFICATION

Hurth 2 Spindle Spline Milling Machine
Spindle head horizontal feed rates (12):

2.46-3.15-3.94








4.92-6.30-7.88








9.85-12.60-15.75








19.70-25.0-31.51ipm

Rapid advance rate:




At low motor rpm

60ipm




At high motor rpm

120ipm

Rapid return rate:




120ipm

Approximate Dimensions:



1500 x 1040 x 3000mm
Approximate Weight:




3300kg
Price…….£





Plus VAT (if applicable)

OFFERED SUBJECT TO REMAINING UNSOLD

The above information, is to the best of our knowledge correct, but purchasers are advised to check relevant details.

